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AS/NZS 4399:2017 
Sun protective clothing—Evaluation and 
classification
This Garment Fabric has an UPF 50+ - Excellent 
Protection rating 

AS/NZS  1906.4:2010 
High-visibility materials for safety garments.

AS/NZS 4602.1:2011
High visibility Safety Garments.
Part 1. Garments for high risk applications.

This garment has been manufactured and their 
materials tested to meet the performance set 
under these standards.
The Non Fluorescent fabric used in this garment 
meets Day Use - Class (D).

100% Cotton with Pyrovatex® FR Treatment
Reflective tape strip placed above each pockets 
across back vent panel and single hoop at sleeves
3M FR Reflective tape - 25mm
Hi vis Long Sleeve Shirt with button closure 
Koolflow Venting ( Vertical back venting)
Underarm mesh vents
Twin mitred chest pockets with
 button closure
LHS pocket with pen partition

MEN'S LS HI VIS PYROVATEX TREATED TAPED SHIRT
190GSM 
SIZES: XS - 6XL
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FR Treated Fabric 
100% Cotton with Pyrovatex® FR Treatment
providing maximum protection against heat 
and flame hazards with the added cotton 
comfort, hand feel and breathability.

Cotton with Pyrovatex® FR Treated Fabric 
Falls under PPE Category - 1

ATPV Rating 
Under requirement of ASTM F1959 / F1959M in 
according to  ASTM F1506 test method the ATPV 
rating is  6.5 cal/cm²  PPE 1

PPE 

1

ATPV
6-7

Australian Accredited 3M Reflective Tape has 
been applied to this garment to provide you 
with additional visibility protection.


